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Dual Gantry XYZ
Part n  1286600-01

6x Carriages cooling inlet
6x Carriages cooling return

2x X bases cooling inlet

2x X bases cooling return

1:10

Dual Gantry XYZ + Hydraulic set + Chiller
Part n  1286600-02

1:10

Dual Gantry XYZ + Hydraulic set
Part n  1286600-03

Ball Valve BV1 : System cooling inlet Ball Valve BV3 : System cooling return

1:10
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Y-R

Z-L
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X1-L
X1-R

Left gantry

Right gantry
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Notes:
 
* = Free space for customer tooling
 
** = Nominal strokes
Strokes with compressed bumpers, 
to be considered in case of machine error:
X : 410 + 15 + 15 = 440
Y : 445 + 15 + 15 = 475
Z : 30 + 2 + 2 = 34

4x MMF Z scale 
support dimensions

C-C

Zero
machine

Left Z carriage

E-E         
F-F

Zero machine

A-A

Right Z carriage

Zero
machine

Left Z carriage
1:2

Zero machine

4x interface surfaces
Specification for customer

mating surface: 0.05

MMF Z scale supports to be
attached to customer tooling

B-B

Right Z carriage
1:2

Zero machine

4x interface surfaces
Specification for customer
mating surface: 0.05

MMF Z scale supports to be
attached to customer tooling

See view D-D
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