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Cable output
See page 2

"Be careful: output cable screw are ""fixed"" and not constrained. Which means

Identification labels

Cable output
See page 2
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See "afficher les arêtes modifiées" in tab "shéma" because some edges are modified by "affichage des arêtes"
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TMB+0291-###-SA#E# Type 2 51.5 34.5

TMB+0291-###-SB#S# Type 1 - 26.1

TMB+0291-###-SB#E# Type 2 51.5 34.5

TMB+0291-###-UA#S# Type 1 - 26.1

TMB+0291-###-UA#E# Type 2 51.5 34.5
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Eclated view created for elbowed output to avoid the matter colision for single elbowed output

See "afficher les arêtes modifiées" in tab "shéma" because some edges are modified by "affichage des arêtes"
+ double output made also with "esquisse"

Wrench size: 13mm Wrench size: SWmm Wrench size: 13mm Wrench size: 13mm 2x wrench size: SWmm Wrench size: 13mm 2x wrench size: SWmm
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Motor family

Connection

Power cable connection

Phase 1 = wire 1
Phase 2 = wire 2
Phase 3 = wire 3
PE = yellow/green wire

Sensor cable connection: "P" or "T" configuration
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Designation L2

TMB+0291-030 55

TMB+0291-050 75

TMB+0291-070 95

TMB+0291-100 125

TMB+0291-150 175

TMB+0291-200 225

TMB+0291-###-#####-A#-AA0
(Annex to interface drawing 1176370: please check for motor and cable output information)

TMB+0291-###-#####-R#-AA0
(Annex to interface drawing 1176370: please check for motor and cable output information)

an_etel ID number:

Text: - Change No. C117693-05
Released: 11-Jan-21

Original drawing    TMB+0291-###-#####-##-AA0 Tolerances as per ISO 8015 : 2011
Tolérances selon ISO 8015 : 2011Scale Format TMB+0291-###-#####-##-AA0Dimensions in

mm 1:1 A0 Mating Dimensions / Cotes d'encombrement
Dimensions without tolerance
Dimensions sans tolérances  0,2 

The reproduction, distribution and utilization of this document as well as the communication of its contents to others without express authorization is prohibited. 
Offenders will be held liable for the payment of damages. All rights reserved in the event of the grant of a patent, utility model or design. ( ISO 16016 )

Version Revision Sheet Page

1220202 03 A 01 1
of
1Document number

See "afficher les arêtes modifiées" in tab "shéma" because some edges are modified by "affichage des arêtes"
"Be careful: output cable screw are ""fixed"" and not constrained. Which means

ATTENTION: "Phase: Serial" inserted manually

ONLY FOR HYDRAULIC FITTINGS
(G3/8x12.5 min)

2x Port ISO 1179-1 - G3/8 - N

2x
0.3 D E

9.7 A-B C

to handle the motor
Do not use these surfaces

1:2
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1:2

ONLY FOR HYDRAULIC FITTINGS
(G3/8x12.5 min)

2x Port ISO 1179-1 - G3/8 - N

to handle the motor
Do not use these surfaces
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