<table>
<thead>
<tr>
<th>Designation</th>
<th>Output Type</th>
<th>LS</th>
<th>Lo</th>
<th>H</th>
<th>HE</th>
<th>D</th>
<th>SW</th>
<th>Notes</th>
</tr>
</thead>
<tbody>
<tr>
<td>Type 1</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td>Eclated view created for elbowed output to avoid the matter collision</td>
<td></td>
</tr>
<tr>
<td>Type 2</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 3</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 4</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 5</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 6</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 7</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 8</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 9</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 10</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 11</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 12</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 13</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 14</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 15</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 16</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 17</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 18</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 19</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 20</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 21</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 22</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 23</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 24</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 25</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 26</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 27</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 28</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 29</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 30</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 31</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 32</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 33</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 34</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 35</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Type 36</td>
<td>Type 1</td>
<td>1.5 -</td>
<td>16.3</td>
<td>-</td>
<td>-</td>
<td>9.1</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Connection**

<table>
<thead>
<tr>
<th>Motor family</th>
<th>Connection</th>
<th>Sensor cable connection: &quot;P&quot; or &quot;T&quot; configuration</th>
</tr>
</thead>
<tbody>
<tr>
<td>Phase 1</td>
<td>Wire 1</td>
<td>White - Brown</td>
</tr>
<tr>
<td>Phase 2</td>
<td>Wire 2</td>
<td>Green - Yellow</td>
</tr>
<tr>
<td>Phase 3</td>
<td>Wire 3</td>
<td>Grey - Pink</td>
</tr>
<tr>
<td>PE</td>
<td>PE wire</td>
<td>Yellow/green wire</td>
</tr>
</tbody>
</table>

**Configuration**

<table>
<thead>
<tr>
<th>Configuration Type</th>
<th>Sensor</th>
</tr>
</thead>
<tbody>
<tr>
<td>Type 1</td>
<td>PH1</td>
</tr>
<tr>
<td>Type 2</td>
<td>PH2</td>
</tr>
<tr>
<td>Type 3</td>
<td>PH3</td>
</tr>
<tr>
<td>Type 4</td>
<td>KTY 84</td>
</tr>
<tr>
<td>Type 5</td>
<td>PT 1000</td>
</tr>
<tr>
<td>Type 6</td>
<td>TMB+0450-#36</td>
</tr>
</tbody>
</table>

**Dimensions**

- Power cable: 4xS
- Sensor cable: 8x0.25mm²
- Customer's housing must be H8
- 2x wrench size: SWmm
- Wrench size: 13mm
- M6 x 1.0 mm

**Etal:**

- Text: 5
- Release n°: C075986-36
- Serial number: 0140
- Part number: 0175
- Material: -
- Treatment: -
- Drawn: Guidot
- Checked: 21.09.2018
- Approved: TMB+0450-###-#####-O#-AA0
- Projection: 1:2
- Size: 1176871
- Scale: 05
- Old n°: A1
- Original document number: 01
- Version: 2
- Revision: 5
- Sheet: 2
- Page: 1

**Note:** This document is the property of Etel S.A. and is submitted in confidence. Disclosure, reproduction or publication without written authorization is prohibited.
ATTENTION: "Phase: Serial" inserted manually

ONLY FOR HYDRAULIC FITTINGS

(G3/8x12.5 min)

2x Port ISO 1179-1 - G3/8 - N

2x 0.3 D E

do not use these surfaces to handle the motor

This joint please specify to function the motor

Be careful: output cable screw are "fixed" and not constrained. Which means

The reproduction, distribution and utilization of this document as well as the communication of its contents to others without express authorization is prohibited. Offenders will be held liable for the payment of damages. All rights reserved in the event of the grant of a patent, utility model or design. (ISO 16016)